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	 Model No.	



CUSTOM CAPABILITIES

At Access Lighting we take pride in catering to our customers

design requirements. With our UL approved conversion center

we can modify our fixtures to fit your unique lamping needs. By

constantly researching and investing in a wide variety of cutting

edge technology, we offer a vast number of distinctive selections.



We spend countless hours designing and debating our

product range and you will see the results of this throughout

our catalogue. But we understand each client has their own

set of requirements and we will make every effort to find what

works best for you. All modifications are completed in our own

facility so there are regular progress reports and no delays.



Whether you are looking for dimming fluorescent, emergency

backups or the latest in LED technology, Access Lighting will

deliver the best solution, on time and within your budget.



Access Lighting reserves the right at any time to make changes in the construction and design of the product including the discontinuances of models in the catalogue

without prior notice. Changes may be necessary by law or the availability of supplies. Receipt or possession of this catalogue does not constitute an agreement to sell.



Pg#



20290	166

20291	166

20292	166

20294	167

20296	167

20300MG	159

20301	164

20302MG	

159

20330	165

20333MG	163

20335MG	163

20337MG	169

20342MG	

158

20343MG	158

20344MG	158

20346MG	

160

20347MG	160

20350MG	152

20351MG	152

20352MG	152

20355MG	168

20356MG	168

20362	164

20363	156

20364	157

20367MG	161

20368MG	161

20370MG	160

20371MG	156

20373	165

20375MG	

169

20389MG	157

20394LED	155

20415	112

20416	108

20417	118

20420	108

20422	119

20435	102

20436	102

20439	109

20440	109

20441	103

20442	

103

20444	157

20445	

112

20446	113

20447	113

20449	162

20450	

162

20452GU	

127

20453GU	127

20454GU	127

20456GU	32



Model No.



Pg#



20457GU	32

20458GU	33

20460GU	55

20462GU	72

20463GU	72

20624	44

20625	44

20626	45

20635	118

20638	56

20639	56

20650	48

20651	48

20652	49

20656	50

20657	50

20658	51

20660	119

20661	35

20662	35

20670	22

20671	22

20672	23

20673	63

20674	11

20675	63

20724	46

20725	46

20726	47

20728	52

20738	69

20739	111

20740	31

20741	31

20742	25

20745GU	26

20746GU	26

20747GU	27

23019	40

23020	40

23021	41

23022	42

23023	42

23024	43

23060MGLED	153

23061MG	153

23062MGLED	154

23063MGLED	154

23064MGLED	153

23065LED	155

23071	55

23072	70

23073	70

23074	70
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Pg#



23086FC	76

23087FC	76

23088FC	76

23089FC	76

23107	117

23121	117

23425	64

23426	64

23636	65

23637	65

23865	12

23866	12

23901	135

23903	135

23904	135

23950	74

23951	74

23952	74

23970	134

28004-1C	78

28004-1R	78

28004-2C	78

28004-2R	78

28011-1C	77

28011-1R	77

28011-2C	77

28011-2R	77

28012-1C	79

28012-1C	79

28012-1R	79

28012-1R	79

28012-2C	79

28012-2C	79

28012-2R	79

28012-2R	79

28018-1C	78

28018-1R	78

28018-2C	78

28018-2R	78

28022-1C	83

28022-1R	83

28022-2C	83

28022-2R	83

28023-1C	81

28023-1R	81

28023-2C	81

28023-2R	81

28025-1C	77

28025-1R	77

28025-2C	77

28025-2R	77

28030-1C	80

28030-1R	80

28030-2C	80
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Pg#



28030-2R	80

28033-1C	80

28033-1R	80

28033-2C	80

28033-2R	80

28069-1C	82

28069-1R	82

28069-2C	82

28069-2R	82

28070-1C	82

28070-1R	82

28070-2C	82

28070-2R	82

28078-1C	81

28078-1R	81

28078-2C	81

28078-2R	81

28085-1C	83

28085-1R	83

28085-2C	83

28085-2R	83

28087-1C	83

28087-1R	83

28087-2C	83

28087-2R	83

28088-1C	83

28088-1R	83

28088-2C	

83

28088-2R	83

31000	130

31001	131

31002	130

31003	131

31004	148

31005	148

31006LED	130

31007LED	131

31010	129

31011	129

31012	59

31017	59

31018	147

31019	147

31021	133

31022	133

31025	133

31026	9

31027	7

31028	7

31029	8

31030	8

31031	132

31032	132

31033	132
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Pg#



31035	148

31036	148

50030	4

50031	4

50032	4

50033	6

50034	6

50035	5

50041	38

50046	39

50049	38

50050	39

50059	11

50061	36

50062	37

50063	36

50064	37

50067	10

50068	10

50069	34

50070	34

50071	16

50072	16

50073	17

50079	28

50080	28

50081	29

50091	14

50092	14

50093	15

50094	54

50095	54

50101	58

50102	58

50108	60

50110	60

50120	24

50121	24

50123	62

50124	62

50130	30

50131	30

50160	18

50161	18

50162	19

50163	68

50165	116

50165	116

50166	116

50166	116

50169	75

50169	75

50170	75

50170	75
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Pg# Model No



50173	75

50173	75

50175	126

50177	126

50178	126

50180	67

50181	67

50186	20

50187	20

50188	20

50189	21

50190	73

50191	73

50192	124

50193	124

50194	125

50195	125

50562	104

50566	100

50567	100

50569	104

50944	66

50955	66

50956	13

50957	13

50958	61

50959	61

52045	68

53340	110

53341	110

53343	121

53344	121

62041	144

62042	144

62043	145

62050	115

62051	142

62052	143

62053	142

62054	114

62055	114

62060	115

62061	146

62062	146

62063	147

62089	105

62095	149

62104	120

62105	120

62110	136

62111	136

62112	137

62215	149

62218	111



Pg#



62229	140

62230	140

62231	141

62232	140

62233	141

62234	141

62235	128

62236	128

62242	134

62255	138

62256	138

62257	139

62272	123

62273	122

62274	122

62276	53

62277	53

62278	57

62279	57

63004LED	92

63013LED	93

63015LED	93

63021LED	95

63023LED	94

63024LED	94

63033LED	95

70003LED	105

70004LED	107

70011LED	170

70012LED	85

70015LED	91

70016LED	106

70017LED	106

70021LED	107

70025LED	98

70026LED	99

70027LED	91

70032LED	101

70033LED	101

72119LED	87

72121LED	85

72531LED	86

72918LED	86

72924LED	89

72932LED	87

72936LED	89

72941LED	90

72942LED	90

72977LED	85

72979LED	88

72980LED	88

87000LED	171
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04



Semi-Flush



57



Pendants



76



Maxi Pendants



84



Mini Pendants



92



Spotlights



98

120



150



starting on page



Flushmounts



52



96



starting on page



Ceiling



152

166



starting on page



170



starting on page



172



starting on page



Wall

Wall Fixtures

Vanity



Outdoor

Wall



Wall &amp; Ceiling



177



Portable

Info

Index



Custom Fixtures Key

Custom finish options are available for most fixtures and are purpose built, therefore any custom made fixture is non returnable.

In order to simplify the ordering process, the following product identification code is utilized throughout the book to assist in building your custom fixture.



C



2



0



6



2



4



B



S



O



P



L



E



N



1



Custom

Build



Access Lighting 5 Digit Model Number



Finish Code



Glass Code



Ballast

Type



Power

Factor



1



2



3



4



5



6



B



S



Lamp Wattage



Lamp

Type



Special

Features



9



10



11



1



Voltage Lamp Qty



7



1



8



3



1



CUSTOM

BUILD



The above sample shows a 20624 with BS finish, Opal glass, an Electronic Ballast with a Normal Power Factor, for use with a standard

120v electrical supply, and explains that it comes with a single GU-24 self Ballasted lamp and is an Energy Star fixture.



2



ACCESS

SKU



The first 5 digits of the Access Lighting model number.



3



FINISH

CODE



4



GLASS

CODE



5



BALLAST

TYPE



E = Electronic



M = Magnetic



6



POWER

FACTOR



H = High



N = Normal



7



VOLTAGE



1 = 120v



2 = 277v



8



Lamp

Quantity



1=1

Lamp



2=2

Lamps



3=3

Lamps



4=4

Lamps



5=5

Lamps



6=6

Lamps



9



Lamp

Wattage



13



16



18



22



24



26



10



Lamp

Type



B



C



D



F



5



T



S



Q



Self Ballasted



Circline



2D



Long Twin



T-5



Triple Biax



Twin



Quad



11



Special

Features



D



E



S



A



Dimming



Emergency



Energy Star



Made in America



ALU



BL



BRZ



SAT



WH



CH



PB



RU



ORB



TWH



MC



SS



SC



Aluminium



Black



Bronze



Satin



White



Chrome



Polished Brass



Rust



Oil Rubbed Bronze



Textured White



Mat Chrome



Stainless Steel



Satin Chrome



CKF



CLOP



OPL ORG



ACR



ALB



BL



Arylic



Alabaster



Black



Checkered Frost Clear &amp; Opal



CLR COG CRM

Clear



Cognac



3 = 120 to 277v



CRY



FST



LFR



Crystal



Frosted



Line Frosted



Cream



4 = 347v



27



Opal



Orange



RFR



TEX



WH



WHT



WTP



Ribbed Frosted



Textured



White



White



White Teardrop



5 = 230v



28



30



32



36



39



Iconography

Icons are used throughout the catalog to assist in labeling identifying characteristics of each fixture

LED



FL

CFL



GU24



INC



Fixture available with a LED Light Engine



T24



Fixtures bearing this symbol are compliant to California’s T24 requirements.



COMPLIANT



Fixture available with Linear fluorescent lamps



Fixture available with compact fluorescent lamping



Fixture available with GU-24 base



DRY



DAMP



WET



Fixtures bearing this symbol are suitable for Dry Locations only.



Fixtures bearing this symbol are suitable for Damp or Dry locations.



Fixtures bearing this symbol are suitable for Wet, Damp and Dry locations.



Fixture available with either Incandescent or Halogen light source



Fixtures bearing this symbol are coated with a special process for use in

severe weather conditions, such as sea front properties.



Fixtures with this symbol are approved for Wall or Ceiling mounting



Fixtures with this symbol are able to mount in a variety of positions



Fixtures bearing this mark are certified Energy Star



Fixtures bearing this symbol meet or exceed the requirements of

a 4” projection to comply with the American Disability Act.



Fixtures bearing these marks are certified by these accredited

testing laboratories, assuring the construction and electrical

components meet or exceed all safety requirements.



Fixtures bearing this symbol are able to be produced with components

in compliance with “Made in America”



40



42



55



58



Ceiling Fixtures

3



Base Model Configurations:



T24



The Vision Flush-Mount, available in a variety of lamping Options.

Model Number



FL

INC



50030LED

C50030BSFSTEH3213Q



BS



FST



50030



Sockets &amp; Wattage



DAMP



Int Lm



CRI



Kelvin



Lumen P/W



Life hrs



10.8w LED Module (120v or 277v)



1265



&gt;80



3000



117.13



35,000



2Lt x 13w 4-Pin G24q-1 Quad



1800



&gt;80



2700



69.23



10,000



1Lt x 200w HGN 120v J118 (T-3 Base)



3200



100



2700



16



2,000



Base Model



LED



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



9.5”



M



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



13w

16w

18w

26w



Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

2D = GR10q Electronic



N



1



2



13



Q



X



N



1



2



Q



X



E

L



9.5”



50030



H



BS FST



-



2



13

18

13

18



1



26



1 or 2



1



16



2D



X



-



-



-



-



--



-



Base Model Configurations:



T24



The Vision Flush-Mount, available in a variety of lamping Options.

Model Number



LED



Finish Glass



Life hrs



Int Lm



CRI



Kelvin



Lumen P/W



1520



&gt;80



3000



116.92



35,000



50032LED



24w LED Module (120v or 277v)



2790



&gt;80



3000



116.25



35,000



2Lt x 18w 4-Pin G24q-2 Quad



2500



&gt;80



2700



69.44



10,000



C50032BSFSTEH3226Q



2Lt x 26w 4-Pin G24q-3 Quad



3420



&gt;80



2700



65.77



10,000



50031



1Lt x 200w HGN 120v J118 (T-3 Base)



3200



100



2700



16



2,000



50032



2Lt x 150w HGN 120v J118 (T-3 Base)



5200



100



2700



18



2,000



FST



Base Model



INC



BS



DAMP



13w LED Module (120v or 277v)



BS



Sockets &amp; Wattage



COMPLIANT



50031LED



C50031BSFSTEH3218Q

CFL



X = No Lamp



SKU



C



3



Lamp Type



Configurations



Back Plate

W 6”

L 7.1”

H 1.25”



Lamps Watts



Options



Pwr Factor



Legend



M = Mag

E = Elect



3.25” E



W



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast

M = Mag



11.88”



Back Plate E = Elect

W 8.25”

L 8.25”

M

H 1.25”



15.75”



4



5003x



Ceiling



1 = 120

2 = 277

3 = 120/277



Max

Lamps



13w

18w

26w

28w



Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

2D = GR10q Electronic



N



1



2



13



Q



X



N



1



3.25” E



Q



X



2

1



E

H



-



X = No Lamp



13

18

26

13



L



BS FST



Lamp Type



-



Flushmounts



3



2



18



Q



26

1 or 2



1



28



2D



-



-



-



-



X



--



SKU



C



N = Norm

H = High



L



Back Plate

W 11.75”

L 12”

H 1.25”

15.75”



Voltage



Configurations



W



11.88”

50032



Lamps Watts



Options



Pwr Factor



3.25” E



Legend



W



50031



BS



BS



Base Model Configurations:



T24



The Vision Flush-Mount, in a variety of lamping options.

Model Number

C50035BSFSTEH3226Q



INC



50035



Sockets &amp; Wattage



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



3420



&gt;80



2700



65.77



10,000



2Lt x 150w HGN 120v J118 (T-3 Base) 5200



100



2700



17.33



1,500



2Lt x 26w (G24q-3 Quad Base)

BS



DAMP



FST



Base Model



CFL



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



18”



Back Plate

W 13.5”

L 13.5”

Dpth 2”



2



E



N



1



1



Lamp Type



Options



13w

18w

26w

55w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

T = GX24q Triple Biax

2D = GR10q 2D Electronic



13



Q



X



Q



X



B



Lamp Supplied



QD = Dimming

X = No Lamp



13

18

26

13



2



18



13



L



3



2



18



Q



26

E



H



3



BS FST



-



-



T



-



1



38



2D



X



55

2



18



Q



QD, X



-



-



-



--



Flushmounts



SKU



50035



32

28



1 or 2



C



2



X



Configurations



26

18”



Legend



M = Mag

E = Elect



5.1” E



W



Lamps Watts



Ceiling



5



BS



Base Model Configurations:



T24



The Vision Flush-Mount, available in a variety of lamping Options.

Model Number

C50033BSFSTEH3118Q



INC



50033



Sockets &amp; Wattage



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1250



&gt;80



2700



69.44



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



1Lt x 18w (G24q-2 Quad Base)

BS



DAMP



FST



Base Model



CFL



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



M = Mag

E = Elect



N = Norm



M



N



E



N



Voltage



Lamps Watts



Options



Lamp Type



W



6.75”



Back Plate

W 4.75”

L 7.88”

Dpth 1.25”



Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



1



1



13



Q



X



1



1



Q



X



Q



X



13

18



BS FST



E



N



1



1



-



Base Model Configurations:



T24



The Vision Flush-Mount, available in a variety of lamping Options.

Model Number

C50034BSFSTEH3218Q



INC



50034



Finish Glass



Sockets &amp; Wattage



DAMP



Life hrs



CRI



Kelvin



Lumen P/W



2500



&gt;80



2700



69.44



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



2Lt x 18w (G24q-2 Quad Base)

BS



COMPLIANT



Nom Lm



FST



Base Model



CFL



X = No Lamp



SKU



50033



13w

18w



L



11.8”



C



Max

Lamps



1 = 120



Configurations



Pwr Factor



Legend



Ballast



3.25” E



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



10”



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



E



N



1



Lamps Watts



2

1



15.5”



6



Ceiling



50034



E



BS FST



Flushmounts



-



H



-



3



-



2



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



Q



X



Q



X



X = No Lamp



13

18

26

13

18



1



26



-



-



SKU



C



L



Lamp Type



Configurations



Back Plate

W 6”

L 11.75”

Dpth 1.25”



Pwr Factor



Legend



3.25” E



W



Ballast



Base Model Configurations:



T24



The Vision Fluorescent Ceiling Wall Fixture.

Model Number Finish Glass

31027



BS



FST



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



1Lt x 24w T-5 HO Fluorescent (Bi-Pin Base)



1750



85



3000



72.92



10,000



Base



FL



DAMP



COMPLIANT



Custom Model: Available in 277v.

3”



W



E



5”



Back Plate

W 4.25”

L 23”

H 1.5”



L



26.5”



BS



Base Model Configurations:



T24



The Vision Fluorescent Ceiling Wall Fixture, available in 277v.

Model Number Finish Glass

31028



BS



FST



DAMP



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



2Lt x 24w T-5 HO Fluorescent (Bi-Pin Base)



3500



85



3000



72.92



10,000



Base



Custom Model: Available in 277v.

3”



W



E



Back Plate

W 6.9”

L 23”

H 1.5”



9.5”



FL



COMPLIANT



26.5”



L



BS



Flushmounts



Ceiling



7



Base Model Configurations:



T24



The Vision Fluorescent Ceiling Wall Fixture, available in 277v.

Model Number Finish Glass

31029



BS



FST



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



1Lt x 39w T-5 HO Fluorescent (Bi-Pin Base)



3100



85



3000



79.49



10,000



Base



FL



DAMP



COMPLIANT



Custom Model: Available in 277v.

3”



W



E



8”



Back Plate

W 4.25”

L 34.6”

H 1.4”



L



38”



BS



Base Model Configurations:



T24



The Vision Fluorescent Ceiling Wall Fixture, available in 277v.

Model Number Finish Glass

31030



BS



FST



DAMP



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



2Lt x 39w T-5 HO Fluorescent (Bi-Pin Base)



6200



85



3000



79.49



10,000



Custom Model: Available in 277v.

3”



W



E



9.5”



Back Plate

W 6.9”

L 34.6”

H 1.4”



38”



L



BS



8



Ceiling



Flushmounts



Base



FL



COMPLIANT



Sockets &amp; Wattage



App

Base Model Configurations:



The Ark Fluorescent Ceiling Wall Fixture, with back diffuser for illumination from the rear.

Model Number Finish Glass

31026



BS



FST



COMPLIANT



DAMP



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



2Lt x 39w T-5 HO Fluorescent (Bi-Pin Base)



6200



85



3000



79.49



10,000



Base



Custom Model: Available in 277v.

3”



W



E

Back Plate

W 4.25”

L 11”

H .9”



8”



FL



T24



36”



L



BS



Flushmounts



Ceiling



9



Base Model Configurations:



T24



The Argon Flush-Mount, in a variety of lamping options.

Model Number



INC



BS



Sockets &amp; Wattage



Nom Lm



DAMP



Life hrs



CRI



Kelvin



Lumen P/W



1Lt x 13w (GU-24 Base)



900



&gt;80



2700



69.23



10,000



1Lt x 100w HGN 120v J78 (T-3 Base)



1650



100



2700



16.5



1,500



OPL



50067



Base Model



GU24



Finish Glass



C50067BSOPLEN1113BQ



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

H



Finish Glass

E



11.5”



L



11.5”



50067



BS OPL



N = Norm



M



N



E



N



-



13w



BQ = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



1



1



13



Q



X



Q



X



1



1



13

BQ



Lamp Supplied



-



--



1



1



13



Base Model Configurations:

Model Number



INC



BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



3Lt x 60w (E-12 Candelabra Base)



2130



100



2700



11.83



850



OPL



50068



BS



Base Model



GU24



Finish Glass



X = No Lamp



T24



The Argon Flush-Mount, in a variety of lamping options.

C50068BSOPLEN1213BS



Options



Lamp Type



Max

Lamps



1 = 120



N



Lamps Watts



SKU



C



M = Mag

E = Elect



Voltage



Configurations



Back Plate

Dia 7.4”

Dpth 1.25”



Pwr Factor



Legend



4”



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2

2



16”



Back Plate

Dia 10.6”

Dpth 1.25”



1



16”



N



1



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



C



X



Q



X



-



--



13

18

26

13

18

22



L

1



27



Configurations



E



Lamp Type



13w

18w

22w

26w

27w

40w



Lamps Watts



Legend



4”



W



Ballast



40



E



10



50068



Ceiling



BS OPL



-



-



Flushmounts



3



-



2



13

18



1



26



-



-



SKU



C



H



BS



Base Model Configurations:



T24



The Carbon Flush-Mount, in a variety of lamping options.

Model Number



INC



50059



Finish Glass



Sockets &amp; Wattage



BS



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2500



&gt;80



2700



69.44



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



2Lt x 18w (G24q-2 Quad Base)

OPL



Base Model



CFL



C50059BSOPLEH3218Q



DAMP



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



16”



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



E



N



1



Lamps Watts



2

1



L



16”



50059



BS OPL



H



3



-



-



-



2



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



Q



X



-



--



13

18

26

13

18



1



26



-



-



Base Model Configurations:



T24



The Aero Flush-Mount, in a variety of lamping options.

Model Number



INC



C20674CHOPLEN1118B

CH



COMPLIANT



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 18w (GU-24 Base)



1250



&gt;80



2700



69.44



10,000



1Lt x 100w A19 (E-26 Medium Base)



1340



100



2700



13.4



850



OPL



20674



BS



Base Model



GU24



Finish Glass



X = No Lamp



SKU



C



E



Options



Lamp Type



Configurations



Back Plate

W 13.5”

L 13.5”

Dpth 2”



Pwr Factor



Legend



2.5” E



W



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



E = Elect



N = Norm



Voltage



Lamps Watts



Lamp Type



Options



H



N



1



1



B

18



D



CH OPL



n/a



Lamp Supplied



E



N



1



1



-



B



CH



SKU



20674



B = GU-24 Lamp Included



Configurations



16”



13w

18w



Legend



Max

Lamps



13

E



C



1 = 120



Back Plate

Dia 5.1”

Dpth 1”



5.5”



63



Pg



Flushmounts



Ceiling



11



Base Model Configurations:



T24



The Onyx Flush-Mount, in a variety of lamping options.

Model Number



INC



C23865CHOPLEN1213B

CH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base)



1800



&gt;80



2700



69.23



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



23865



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



B



Lamp Supplied



7.5”



13

2



CH OPL



18

13

18



E



H



3



2



-



-



-



-



13

18



-



Q



X



-



--



Base Model Configurations:



T24



The Onyx Flush-Mount, in a variety of lamping options.

Model Number



INC



C23866CHOPLEN1313B

CH



COMPLIANT



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base)



2700



&gt;80



2700



69.23



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



23866



Base Model



GU24



Finish Glass



CH



SKU



23865



1



D



13”



C



N



X = No Lamp



Configurations



13w

18w



H



E



Options



Lamp Type



Legend



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



Lamps Watts

Max

Lamps



Q



X



Q



X



B



Lamp Supplied



Q



X



-



--



2



13

13



2

1

3

16.5”



D



18



X = No Lamp



26

13

18



2



26



2



18



Configurations



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



3



N



Options



13w

18w

26w



H



E



Lamp Type



Legend



Ballast



8.5”



Model Number



13

E



H



3



CH



26



12



23866



Ceiling



CH OPL



-



-



Flushmounts



-



-



-



SKU



C



Base Model Configurations:



T24



The Leilah Scalloped Glass Flush-Mount, in a variety of lamping options.

Model Number



INC



C50956BSWHEN1218BS

BS



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



WH



50956



Base Model



GU24



Finish Glass



DRY



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

61



Finish Glass



E = Elect



N = Norm



Voltage



1 = 120



Lamps Watts

Max

Lamps



Back Plate

Dia 7.9”

Dpth 0.75”



50956



N



1



2



D



BS WH



E



N



1



2



BS



-



T24



BS



COMPLIANT



DRY



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



4Lt x 13w (GU-24 Base), Energy Star



3600



&gt;80



2700



69.23



10,000



4Lt x 60w A-19 (E-26 Medium Base)



2840



100



2700



11.83



850



WH



50957



Base Model



INC



Finish Glass



C50957BSWHEN1413BS



S



B



The Leilah Scalloped Glass Flush-Mount, in a variety of lamping options.



GU24



S



B

18



Base Model Configurations:

Model Number



S = Energy Star



SKU



C



B = GU-24 Lamp Included



13

E



17.25”



13w

18w



Options



Lamp Type



Config



Pwr Factor



Legend



Ballast



H



6”



Pg



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

61



Finish Glass



Pwr Factor



E = Elect



N = Norm



Voltage



Max

Lamps



50957



13

N



1



4



E



N



1



4



S = Energy Star



Lamp Supplied



--



S

B



18



D



BS WH



B = GU-24 Lamp Included



Options



SKU



21.4”



13w

18w



Lamp Type



Configurations



Back Plate

Dia 9.9”

Dpth 0.75”

E



C



1 = 120



Lamps Watts



-



B



Legend



Ballast



H



7.75”



Pg



BS



Flushmounts



Ceiling



13



Base Model Configurations:



T24



The Saturn Flush-Mount, in a variety of lamping options.

Model Number



INC



C50091BSFSTEN1113BS

BS



COMPLIANT



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



DAMP



Life hrs



1Lt x 13w (GU-24 Base), Energy Star



900



&gt;80



2700



69.23



10,000



1Lt x 75w HGN 120v JCD (G-9 Base)



1050



100



2700



14



1,500



FST



50091



Base Model



GU24



Finish Glass



4.5” E



54



Pg



BS



D



9.5”



Base Model Configurations:



T24



The Saturn Flush-Mount, in a variety of lamping options.

Model Number



INC



C50092BSFSTEN1213BS

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



FST



50092



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

Pg



Finish Glass



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2

2



E



1



D



H



S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



13

18



1



26



2



13



1



18



1



26



2



18



B



Lamp Supplied



1



40



C



X



2

E



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



3



13

18



32

42



14



50092



Ceiling



BS FST



-



-



Flushmounts



-



-



-



X

T



-



--



SKU



C



Q



26

1



Configurations



14.5”



N



Options



Legend



5.5” E



Lamp Type



13w

18w

26w

32w

40w

42w



Lamps Watts



54



BS



BS



Base Model Configurations:



T24



The Saturn Flush-Mount, in a variety of lamping options.

Model Number



INC



C50093BSFSTEN1313BS

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



FST



50093



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Options



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



QD = Dimming

S = Energy Star

QE = Emergency

X = No Lamp



M



N



1



2



13



Q



X



3



13

Q



X



B



S



C



X



Max

Lamps



2

5.5” E



3

E



N



1



2



18



Legend



Lamp Type



13w

18w

22w

26w

27w

32w

40w

42w



Lamps Watts



54



Pg



26

13

18

26

22

27

40



19”



D



13

2

3



H



32

42

18



1 or 2



2



26



BS FST



-



-



-



T



Q



QD, X



1



26



Q



QE, X



-



-



-



--



Flushmounts



SKU



50093



X



13

18



C



Q



26

1



E



18



Configurations



1



Ceiling



15



Base Model Configurations:



T24



The Triton Flush-Mount, in a variety of lamping options.

Model Number



INC



C50071BSFSTEN1113BS

BS



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



1Lt x 13w (GU-24 Base), Energy Star



900



&gt;80



2700



69.23



10,000



1Lt x 100w HGN 120v J78 (T-3 Base)



1650



100



2700



16.5



1,500



FST



50071

4”



Sockets &amp; Wattage



DAMP



Base Model



GU24



Finish Glass



COMPLIANT



E



BS



D



9.5”



Base Model Configurations:



T24



The Triton Flush-Mount, in a variety of lamping options.

Model Number



INC



C50072BSFSTEN1213BS

BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



FST



50072



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2

2



E



N



1



Lamp Type



Options



13w

18w

26w

32w

40w

42w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



C



X



Q



X



Lamps Watts



13

18



1



26



2



13



1



D



26

40



2

E



H



3



13

18

26



1



32

42



16



50072



Ceiling



BS FST



-



-



Flushmounts



-



-



-



BS



T



X



-



--



SKU



C



Configurations



18

13.5”



Legend



4.5” E



Ballast



BS



Base Model Configurations:



T24



The Triton Flush-Mount, in a variety of lamping options.

Model Number

C50073BSFSTEN1313BS



INC



50073



BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



FST



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



QD = Dimming

QE = Emergency

S = Energy Star

X = No Lamp



2



13



Q



X



3



13

Q



X



B



S



C



X



Max

Lamps



2

4.75” E



3

E



N



1



2



18



Legend



M = Mag

E = Elect



Lamp Type



13w

18w

26w

30w

32w

40w

42w

58w



Lamps Watts



26

13

18

26

30

40

58



19”



13



D

2

3



E



32

42

18



1 or 2



2



26

13

18



50073



BS FST



-



-



-



-



-



X

T



Q



QD, X



Q



QE, X



-



--



Flushmounts



SKU



C



Q



26

1



H



18



Configurations



1



Ceiling



17



Base Model Configurations:



T24



The Orion OPL Glass Flushmount, in a variety of lamping options.

Model Number



INC



C50160WHOPLEN1118BQ

WH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 18w Quad (GU-24 Base)



1250



&gt;80



2700



69.44



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



OPL



50160



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



M = Mag

E = Elect



N = Norm



M



N



E



N



Voltage



Lamps Watts



Options



Lamp Type



13w

18w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic



1



1



13



Q



X



1



1



BQ



Lamp Supplied



-



--



X = No Lamp



13

D



10.75”



C



50160



18



WH OPL



-



-



-



-



-



Base Model Configurations:



T24



The Orion OPL Glass Flushmount, in a variety of lamping options.

Model Number



INC



C50161WHOPLEN1218BQ

WH



Sockets &amp; Wattage



COMPLIANT



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w Quad (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



50161



Base Model



GU24



Finish Glass



WH



SKU



Max

Lamps



1 = 120



Configurations



Back Plate

Dia 8.25”

Dpth 1”



Pwr Factor



Legend



3.75” E



68



Pg



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



Lamps Watts



Lamp Type



Options



68



Pg



BQ = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



2



13



Q



X



2



13

Q



X



BQ



Lamp Supplied



Q



X



-



--



E



E



N



1



1



2



18



50161



Ceiling



2



WH OPL



E



H



3



-



-



-



Flushmounts



1



-



26

13

18

13

18



WH



26



-



SKU



C



D



18



Configurations



Back Plate

Dia 10”

Dpth 1”



13.25”



X = No Lamp



Legend



4”



13w

18w

26w



Max

Lamps



WH



Base Model Configurations:



T24



The Orion OPL Glass Flushmount, in a variety of lamping options.

Model Number



INC



C50162WHOPLEN1218BQ

WH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w Quad (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



50162



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



Lamp Type



Options



68



Pg



2

E



N



1



1

2



19”



D

E



50162



WH OPL



-



-



3



-



Q



X



Q



X



BQ



Lamp Supplied



Q



X



-



--



13

18

26

13

18

13

18



1



26



-



-



Flushmounts



SKU



C



H



2



13



X = No Lamp



Configurations



Back Plate

Dia 11.1”

Dpth 0.5”



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



Legend



4.5” E



13w

18w

26w



Ceiling



19



Base Model Configurations:



T24



The Altum OPL Glass Flushmount, in a variety of lamping options.

Model Number



INC



C50186WHOPLEN1118B

WH



Sockets &amp; Wattage



COMPLIANT



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 18w (GU-24 Base)



1250



&gt;80



2700



69.44



10,000



1Lt x 60w A19 (E-26 Medium Base)



710



100



2700



11.83



850



OPL



50186



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

73



Pg



Finish Glass



Ballast



N = Norm



Voltage



1 = 120



Lamps Watts

Max

Lamps



Back Plate

Dia 7.5”

Dpth 0.9”



50186



N



1



1



Lamp Supplied



B

18



D



WH OPL



-



-



-



-



-



-



Base Model Configurations:



T24



The Altum OPL Glass Flushmount, in a variety of lamping options.

Model Number



Lamp Supplied



Finish Glass



Sockets &amp; Wattage



WH



SKU



C



B = GU-24 Lamp Included



13

E



10.25”



13w

18w



Options



Lamp Type



Configurations



E = Elect



Pwr Factor



Legend



3.1” E



COMPLIANT



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



50187



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



50188



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



C50187WHOPLEN1218B

C50188WHOPLEN1313B

WH

INC



OPL



Base Model



GU24



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

73



Pg



3.5” E

Back Plate

Dia 10.1”

Dpth 0.9”



12.5”



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



D



2



E



N



1



2



50188

Back Plate

Dia 11.1”

Dpth 0.4”



20



5018x



Ceiling



1



E



D



WH OPL



-



H



-



Flushmounts



3



-



2



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



X = No Lamp



13

18

26

13

18



B



Lamp Supplied



Q



X



-



--



26

13

18



1



26



-



-



SKU



C



1



Lamp Type



Configurations



3.75” E



15.75”



Lamps Watts



Legend



50187



Finish Glass



WH



WH



Base Model Configurations:



T24



The Altum OPL Glass Flushmount, in a variety of lamping options.

Model Number



INC



C50189WHOPLEN1313B

WH



Sockets &amp; Wattage



COMPLIANT



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base)



2700



&gt;80



2700



69.23



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



50189



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



Lamp Type



Options



73



Pg



E



2



19.5”



E



WH OPL



-



-



3



-



X



Q



X



B



Lamp Supplied



Q



X



-



--



18



1



26



3



13



2



H



Q



13



2



18

26

13

18



1



26



-



-



Flushmounts



SKU



50189



1



D



E



C



N



13



X = No Lamp



Configurations



Back Plate

Dia 14.1”

Dpth 0.5”



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



Legend



4”



13w

18w

26w



Ceiling



21



Base Model Configurations:



T24



The Aero Flush-Mount, in a variety of lamping options.

Model Number



INC



C20670CHOPLEN1126B

CH



COMPLIANT



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 26w (GU-24 Base)



1710



&gt;80



2700



65.77



10,000



1 Lt x 75w E-26 (Medium Base)



930



100



2700



12.4



850



OPL



20670



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

63



Finish Glass



Ballast



Pwr Factor



M = Mag

E = Elect



N = Norm

H = High



M



N



Voltage



Lamps Watts



Options



Lamp Type



Pg



E



1 = 120



1



Max

Lamps



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



B



Lamp Supplied



13

18

E



N



1



1



D



10”



X = No Lamp



13

18



Configurations



13w

18w

26w



Legend



4”



CH



26



20670



CH OPL



-



N



1



1



-



-



Base Model Configurations:



T24



The Aero Flush-Mount, in a variety of lamping options.

Model Number



INC



C20671CHOPLEN1218B

CH



COMPLIANT



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



2 Lt x 60w E-26 (Medium Base)



1420



100



2700



11.83



850



OPL



20671



Base Model



GU24



Finish Glass



--



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



M = Mag

E = Elect



N = Norm



M



N



Voltage



Lamps Watts



Lamp Type



Options



63



Pg



E



1 = 120



1



Max

Lamps



2



E

12.5”



22



20671



Ceiling



1



CH OPL



2



-



N



Flushmounts



1



13



Q



X



Q



X



B



Lamp Supplied



-



--



X = No Lamp



13

18

26

13

18



1



26



-



-



CH



SKU



C



N



D



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



Configurations



2



13w

18w

26w



Legend



4”



CH



Base Model Configurations:



T24



The Aero Flush-Mount, in a variety of lamping options.

Model Number



INC



C20672CHOPLEN1218B

CH



COMPLIANT



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



3 Lt x 60w E-26 (Medium Base)



2130



100



2700



11.83



850



OPL



20672



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

Pg



Finish Glass



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



63



5.5”



E



2



N



1



1



D



CH OPL



13



Q



X



Q



X



B



Lamp Supplied



Q



X



-



--



X = No Lamp



13

18

26



18



-



H



-



3



-



2



13

18



1



26



-



-



SKU



20672



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



26



E



C



13w

18w

26w



13

2



15.7”



Options



Configurations



E



Lamp Type



Legend



Ballast



Flushmounts



Ceiling



23



Base Model Configurations:



T24



The Tara Flush-Mount, in a variety of lamping options.

Model Number



INC



BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



OPL



50120



Base Model



GU24



Finish Glass



C50120BSOPLEN1218BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



Lamp Type



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



13



Q



X



Q



X



Lamps Watts



62



Pg



2



N



1



50120



18



E



H



3



-



-



-



2



Lamp Supplied



13



BS



18



1



26



-



-



Q



X



-



--



Base Model Configurations:



T24



The Tara Flush-Mount, in a variety of lamping options.

Model Number



INC



Finish Glass



C50121BSOPLEN1226BS

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 26w (GU-24 Base), Energy Star



3420



&gt;80



2700



65.77



10,000



3Lt x 75w A19 (E-26 Medium Base)



3450



100



2700



15.33



850



OPL



50121



Base Model



GU24



S



B



26



D



BS OPL



26



SKU



C



18



13

2



14”



13



Configurations



E



1



Legend



4.75” E



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



Lamp Type



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



QD = Dimming

S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



Lamps Watts



62



Pg



2



N



1



1



D



H



2



Ceiling



BS OPL



-



-



Flushmounts



-



18

26



Q



18



-



-



BS



X



QD, X



-



--



SKU



24



18



13

3



1 or 2



50121



26



26



E



C



18



13

2



18”



13



Configurations



E



Legend



4.75” E



Base Model Configurations:



T24



The Ares Cold Cathode Flush-Mount or wall mount.

Model Number Finish Glass

20742LED

20742



BS

WH



Nom Lm



CRI



Kelvin



Lumen P/W



Life hrs



1Lt x 13w GX-53 Hgh Output LED Module



905



&gt;80



3000



68.60



35,000



1Lt x 18w CCFL (GX 53)



800



80



2700



44.44



25,000



Sockets &amp; Wattage



Base



n/a



H



3”



LED



DAMP



COMPLIANT



5”



D

BS



Flushmounts



WH



Ceiling



25



Base Model Configurations:



T24



The TomTom Flush-Mount or wall mount, in a variety of lamping options.

Model Number



GU24



C20745xxxFSTEN1118Q

20745GU



SAT

WH



Sockets &amp; Wattage



COMPLIANT



DRY



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 18w Quad (G24q-2 Base)



1250



&gt;80



2700



69.44



10,000



1Lt x 13w (GU-24 Base)



900



84



2700



69.23



10,000



FST



Base Model



CFL



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass

E



Ballast



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



1



Lamp Type



13



Q



X



20745



1



1



D



8”



C



N



Q



X



B



Lamp Supplied



xxx FST



-



--



18

13

18



-



-



-



-



-



Base Model Configurations:



T24



The TomTom Flush-Mount or wall mount, in a variety of lamping options.

Model Number



GU24



20746GU



Finish Glass

SAT

WH



Sockets &amp; Wattage



SAT



WH



SAT



WH



DRY



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (G24q-2 Quad Base)



5000



&gt;80



2700



69.44



10,000



2Lt x 13w (GU-24 Base)



1800



84



2700



69.23



10,000



FST



Base Model



CFL



C20746xxxFSTEN1218Q



COMPLIANT



X = No Lamp



SKU



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



Configurations



13w

18w



13

E



Options

Legend



3.5”



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



3.5” E



2

1



E



N



1



2



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



13



Q



X



Q



X



QD = Dimming

X = No Lamp



13

18

26

13

18



B



Lamp Supplied



1



D



22

27



C



X



Configurations



26



12”



Legend



M = Mag

E = Elect



Lamp Type



13w

18w

22w

26w

27w

32w

40w



40

2

E



26



20746



Ceiling



xxx FST



-



-



Flushmounts



1



18



Q



26



X



32



T



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



C



H



3



13



SAT



WH



Base Model Configurations:



T24



The TomTom Flush-Mount or wall mount, in a variety of lamping options.

Model Number



GU24



C20747xxxFSTEH3226Q

20747GU



SAT

WH



Sockets &amp; Wattage



DRY



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 26w (G24q-3 Quad Base)



3600



&gt;80



2700



65.77



10,000



3Lt x 13w (GU-24 Base)



2700



84



2700



69.23



10,000



FST



Base Model



CFL



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



3.5” E



E



N



1



Max

Lamps



Lamp Type



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



Q



X



Q



X



B



Lamp Supplied



C



X



3



13



3



13



3



18



2



26



3



13



3



18



2



26



QD = Dimming

X = No Lamp



22

16.75”



1



D



27

40



3



E



H



3



2

1



20747



-



-



13

18



Q



26

32

42



X

T



1 or 2



2



18



Q



QD, X



-



-



-



-



--



Flushmounts



SKU



C



xxx FST



Configurations



13w

18w

22w

26w

27w

32w

40w



Legend



M = Mag

E = Elect



Lamps Watts



Ceiling



27



Base Model Configurations:



T24



The Conga Flush-Mount, in a variety of lamping options.

Model Number



INC



C50079xxxOPLEN1213BS

50079



BRZ

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 100w A19 (E-26 Medium Base)



1340



100



2700



13.4



850



OPL



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



2



13



Q



X



2



13

Q



X



B



S



Max

Lamps



1

E



N



1



1



D



12”



2



18

26

13

18

26



Configurations



Lamp Type



Lamps Watts



Legend



4.5” E



Ballast



BRZ



BS



BRZ



BS



13

E



H



3



1



18



Q



X



-



--



26



50079



xxx OPL



-



-



-



-



-



Base Model Configurations:



T24



The Conga Flush-Mount, in a variety of lamping options.

Model Number



INC



50080



Finish Glass

BRZ

BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 75w A19 (E-26 Medium Base)



2300



100



2700



15.33



850



OPL



Base Model



GU24



C50080xxxOPLEN1218BS



COMPLIANT



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



4.5” E

2

1



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



C



X



Q



X



-



--



13

18

26

13

18

26



16”



D



1



22

27



Configurations



N



Options



Legend



M = Mag

E = Elect



E



Lamp Type



13w

18w

22w

26w

27w

40w



Lamps Watts



40

13

E



H



3



2



-



-



-



-



18

26



28



50080



Ceiling



xxx OPL



Flushmounts



-



SKU



C



BRZ



BS



Base Model Configurations:



T24



The Conga Flush-Mount, in a variety of lamping options.

Model Number



INC



50081



Finish Glass

BRZ

BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 26w (GU-24 Base), Energy Star



3420



&gt;80



2700



65.77



10,000



3Lt x 75w A19 (E-26 Medium Base)



3450



100



2700



15.33



850



OPL



Base Model



GU24



C50081xxxOPLEN1226BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Options



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



QD = Dimming

S = Energy Star

X = No Lamp



M



N



1



2



13



Q



X



2



Q



X



1



B



S



C



X



Legend



M = Mag

E = Elect



5.25” E



Lamp Type



13w

18w

22w

26w

27w

40w



Lamps Watts



13

18

26

13



E



N



1



2



18



19”



22



D



1



27



Configurations



26



40

13

3

E



H

1 or 2



50081



xxx OPL



-



-



-



18

26



X

Q



18

1



26



-



-



QD, X



-



--



SKU



C



2



Flushmounts



Ceiling



29



Base Model Configurations:



T24



The Iron Flush-Mount, in a variety of lamping options.

Model Number



INC



C50130BSFSTEN1213BS

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 100w A19 (E-26 Medium Base)



1340



100



2700



13.4



850



FST



50130



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



Lamp Type



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



1



13



Q



X



2



13

Q



X



Lamps Watts



111



Pg



E



1

E



N



1



1



D



12”



2



18

26

13



S



B



18

26



Lamp Supplied



Configurations



Back Plate

Dia 9.75”

Dpth 1”



Legend



4”



Max

Lamps



BS



13

E



H



3



1



18



Q



X



-



--



26



50130



BS FST



-



-



-



-



-



Base Model Configurations:



T24



The Iron Flush-Mount, in a variety of lamping options.

Model Number



INC



BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 75w A19 (E-26 Medium Base)



2300



100



2700



15.33



850



FST



50131



Base Model



GU24



Finish Glass



C50131BSFSTEN1218BS



COMPLIANT



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



E



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2

2



Back Plate

Dia 14”

Dpth 1”



1



16”



N



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



13

18

26

13

18

26



D

1



22

27



C



X



Q



X



-



--



Configurations



E



Options



Legend



4”



Lamp Type



13w

18w

22w

26w

27w

32w

40w



Lamps Watts



104



Pg



40



E



30



50131



Ceiling



BS FST



-



-



Flushmounts



3



-



2



13

18



1



26



-



-



SKU



C



H



BS



Base Model Configurations:



T24



The Saloris Acrylic Flush-Mount, in a variety of lamping options.

Model Number

C20740BSACREN1218B



CFL



20740



BS



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base)



2500



&gt;80



2700



69.44



10,000



1Lt x 22w + 1Lt x 32w T-9 Circline



2900



&lt;65



3000



53.7



10,000



ACR



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2

2



N



1



1

2



D



17”



20740



BS ACR



E



H



3



-



-



-



2



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



B



Lamp Supplied



Q



X



-



--



13

18

26

13

18

26

13

18



1



26



-



-



Base Model Configurations:



T24



The Saloris Acrylic Flush-Mount, in a variety of lamping options.

Model Number



CFL



20741



Finish Glass

BS



Sockets &amp; Wattage



COMPLIANT



BS



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base)



2700



&lt;80



2700



69.23



10,000



1Lt x 32w + 1Lt x 40w T-9 Circline



4600



&lt;65



3000



63.89



10,000



ACR



Base Model



GU24



C20741BSACREN1313B



X = No Lamp



SKU



C



1



13w

18w

26w



Configurations



E



Options



Lamp Type



Legend



4”



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Lamps Watts



Lamp Type



Options



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



M



N



1



2



13



Q



X



Q



X



B



Lamp Supplied



X = No Lamp



Legend



Ballast



5.25” E



2



23.25”



20741



1



3



13



2



D



BS ACR



26



E



H



3



-



-



-



2



18

26



BS



13

18



1



26



-



-



Q



X



-



--



SKU



C



N



18



1



Configurations



E



13



Flushmounts



Ceiling



31



Base Model Configurations:



T24



The Aztec Flush-Mount, in a variety of lamping options.

Model Number



GU24



C20456BSWHTEN1140C

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 40w 2CT6 Circline (G10q Base)



2800



&gt;80



2850



71.25



10,000



2Lt x 13w (GU-24 Base)



1800



84



2700



69.23



10,000



WHT



20456GU



Base Model



CFL



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



72



Pg



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2

2



E



1

E



N



1



2



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



13



Q



X



Q



X



B



Lamp Supplied



C



X



QD = Dimming

X = No Lamp



13

18

26

13



40



D



14”



2

E



20456



BS WHT



-



3



H



1



13

18



Q



32



T



2



18



Q



QD, X



-



-



-



-



--



Base Model Configurations:



T24



The Aztec Flush-Mount, in a variety of lamping options.

Model Number



GU24



BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 40w 2CT6 Circline (G10q Base)



2800



&gt;80



2850



71.25



10,000



3Lt x 13w (GU-24 Base)



2700



84



2700



69.23



10,000



WHT



20457GU



Base Model



CIRC



Finish Glass



C20457BSWHTEN1140C



X



26



1 or 2



-



BS



SKU



C



27



Configurations



18

26



1



Legend



4”



M = Mag

E = Elect



Options



Lamp Type



13w

18w

26w

27w

32w

40w



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



72



Pg



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



4.5” E



2



E



N



1



D



13



Q



X



Q



X



B



Lamp Supplied



C



X



13

18

26



3



13



1



QD = Dimming

X = No Lamp



18

26

27

40



Configurations



17.5”



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



1



2



Options



Legend



M = Mag

E = Elect



Lamp Type



13w

18w

26w

27w

32w

40w

42w



13



E



32



20457



Ceiling



BS WHT



-



-



Flushmounts



3



2



18



Q



26



X



1



32



T



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



C



H



BS



BS



Base Model Configurations:



T24



The Aztec Flush-Mount, in a variety of lamping options.

Model Number



GU24



BS



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



1Lt x 58w 2CT6 Circline (G10q Base)



3700



&gt;80



2850



63.79



10,000



4Lt x 13w (GU-24 Base)



3600



84



2700



69.23



10,000



WHT



20458GU



Base Model



CIRC



Finish Glass



C20458BSWHTEN1158C



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

Pg



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



72

N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



E



E



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



Q



X



Q



X



B



Lamp Supplied



C



X



Q



X



T



X



18



Q



QD, X



-



-



--



3



13



4



13



3



18



2



26



4



13



3



18



2



26



1



40



QD = Dimming

X = No Lamp



22



D



58



E



H



4



13



3



18



3



26

2



1 or 2



20458



BS WHT



-



-



-



-



32

42



Flushmounts



SKU



C



Configurations



21.5”



N



Max

Lamps



Options



Legend



5”



M = Mag

E = Elect



Lamp Type



13w

18w

22w

26w

32w

40w

42w

58w



Ceiling



33



Base Model Configurations:



T24



The Luna Flush-Mount, in a variety of lamping options.

Model Number



INC



C50069BSWHTEN1213BQ



Sockets &amp; Wattage



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



2Lt x 13w Quad (GU-24 Base)

BS



DAMP



WHT



50069



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



Options



Lamp Type



13w

18w

26w



BQ = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



13



Q



X



Q



X



BQ



Lamp Supplied



Q



X



X = No Lamp



Legend



3”



Ballast



13

N



1



1



26

2



D



13.5”



18



13

13



E



H



3



1



18



Configurations



E



BS



26



50069



BS WHT



-



-



-



-



-



-



Base Model Configurations:



T24



The Luna Flush-Mount, in a variety of lamping options.

Model Number



INC



C50070BSWHTEN1213BS

BS



COMPLIANT



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



WHT



50070



Base Model



GU24



Finish Glass



--



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2

2



17.25”



N



1



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



C



X



13

18



1



26



2



13

18



1



D



Options



22

27



Configurations



E



Lamp Type



Lamps Watts



Legend



4.3” E



Ballast



40



34



50070



Ceiling



BS WHT



H



3



-



-



-



Flushmounts



2



18



1



26



-



-



Q



X



-



--



SKU



C



E



BS



13



Base Model Configurations:



T24



The Zenon FlushMount, available in a variety of lamping options.

Model Number



Finish Glass



GU24



20661GU



INC



20661



BS



OPL



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



2Lt x 13w (GU-24 Base)



1800



&gt;80



2700



69.23



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



Base Model



GU24



C20661BSOPLEN1213BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



M = Mag

E = Elect



N = Norm

H = High



M



N



1 = 120

3 = 120/277



1



Max

Lamps



2

1



N



1



E



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23x2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



Q



X



--



-



18

26



2



13



1



18



18



D



12”



Lamp Type



Lamps Watts



13

H



3



1



-



-



-



Configurations



Back Plate

D 7.25”

H .2”



Voltage



Legend



3.5” E



Ballast



26



20661



BS OPL



-



-



SKU



C



BS



Base Model Configurations:



T24



The Zenon FlushMount, available in a variety of lamping options.

Model Number



Finish Glass



GU24



20662GU



INC



20662



BS



OPL



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



3Lt x 13w (GU-24 Base)



2700



&gt;80



2700



69.23



10,000



3Lt x 60w Ax19 (E-26 Medium Base)



2130



100



2700



11.83



850



Base Model



GU24



C20662BSOPLEN1213BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



Lamp Type



Options



13w

18w

22w

26w

27w

40w



B = GU-24 Lamp Included

Q = GX23x2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



QD = Dimming

S = Energy Star

QE = Emergency

X = No Lamp



13



Q



X



Q



X



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



Legend



3.75” E



Ballast



13

2



18

26



Back Plate

D 10.5”

H .3”



1



13



3



13



2



18



1



26



1



27



D



S

B



Lamp Supplied



22



E



C



X



Q



X



Configurations



16”



N



2



40



3



1



H

1 or 2



20662



BS OPL



-



-



-



2



18



BS



26

13

18



1



26



-



-



QE, X

Q



--



QD, X



-



SKU



C



2



13



Flushmounts



Ceiling



35



Base Model Configurations:



T24



The Cirrus Flush-Mount, in a variety of lamping options.

Model Number



INC



50061



Finish Glass



Sockets &amp; Wattage



Nom Lm



1Lt x 13w (GU-24 Base), Energy Star



SAT

WH



900



DAMP



Life hrs



CRI



Kelvin



Lumen P/W



&gt;80



2700



69.23



10,000



100



2700



17.33



1,500



FST

1Lt x 150w HGN 120v J118 (T-3 Base) 2600



Base Model



GU24



C50061xxxFSTEN1113BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



2



13



Q



X



2



13

Q



X



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



1

N



1



2



D



12.25”



1



26

13



S



13



B



Lamp Supplied



18



Configurations



E



18



Legend



4”



Lamp Type



Ballast



13

E



H



3



1



18



Q



X



-



--



BS



WH



BS



WH



26



50061



xxx FST



-



-



-



-



-



Base Model Configurations:



T24



The Cirrus Flush-Mount, in a variety of lamping options.

Model Number



INC



C50063xxxFSTEN1313BS

50063



SAT

WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 200w HGN 120v J118 (T-3 Base) 3200



100



2700



16



1,500



FST



Base Model



GU24



Finish Glass



COMPLIANT



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



Lamps Watts



Max

Lamps



13w

18w

22w

26w

27w

32w

40w

42w



2



13



Lamp Type

B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



Options



QD = Dimming

S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



C



X



Q



X



T



X



Legend



5”



Ballast



13

E



2



18

26



3

E



N



1



2



13

18



22

16”



D



1



27

40



Configurations



26



13

2

E



H



3



26

1



36



50063



Ceiling



-



-



Flushmounts



32

42



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



C



xxx FST



18



Base Model Configurations:



T24



The Cirrus Flush-Mount, in a variety of lamping options.

Model Number



INC



C50062xxxALBEN1113BS

50062



SAT

WH



Sockets &amp; Wattage



Nom Lm



1Lt x 13w (GU-24 Base), Energy Star



900



Life hrs



CRI



Kelvin



Lumen P/W



&gt;80



2700



69.23



10,000



100



2700



17.33



1,500



ALB

1Lt x 150w HGN 120v J118 (T-3 Base) 2600



Base Model



GU24



Finish Glass



DAMP



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



Lamp Type



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



2



13



Q



X



2



13

Q



X



Lamps Watts

Max

Lamps



1

N



1



2



D



12.25”



1



26

13



S



13



B



Lamp Supplied



18



Configurations



E



18



Legend



4”



Ballast



13

E



H



3



1



18



Q



X



-



--



26



50062



xxx ALB



-



-



-



-



-



Base Model Configurations:



T24



The Cirrus Flush-Mount, in a variety of lamping options.

Model Number



INC



50064



Finish Glass

SAT

WH



BS



WH



BS



WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 200w HGN 120v J118 (T-3 Base) 3200



100



2700



16



1,500



ALB



Base Model



GU24



C50064xxxALBEN1313BS



COMPLIANT



SKU



C



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



Lamps Watts



Max

Lamps



2



13w

18w

22w

26w

27w

32w

40w

42w



13



Lamp Type

B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



Options



QD = Dimming

S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



C



X



Q



X



T



X



Legend



5”



Ballast



13



E

2



18

26



3

E



1



2



13

18

26

22



D

1



27

40



Configurations



16”



N



13

2

E



H



3



26

1



50064



xxx ALB



-



-



32

42



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



C



18



Flushmounts



Ceiling



37



Base Model Configurations:



T24



The Nimbus Flush-Mount, in a variety of lamping options.

Model Number



INC



C50041xxxFSTEN1213BS

50041



CH

PB

RU

SAT

WH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



2Lt x 13w (GU-24 Base)

FST



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



Max

Lamps



M



N



1



2



E



2

1

N



1



D



12.5”



2

1

2



50041



xxx FST



H



3



-



-



-



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



13



Q



X



Q



X



1



-



13

18

26

13



Lamp Supplied



13



B



13

18



Q



X



-



--



-



T24



The Nimbus Flush-Mount, in a variety of lamping options.



INC



C50049xxxFSTEN1313BS

50049



CH

PB

RU

SAT

WH



PB



RU



SAT



WH



COMPLIANT



CH



PB



RU



SAT



WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



FST



Base Model



GU24



Finish Glass



CH



26



Base Model Configurations:

Model Number



S



18



SKU



C



E



Options



Configurations



E



Lamp Type



Lamps Watts



Legend



4”



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



Lamp Type



Options



13w

18w

26w

30w

32w

40w

42w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



QD = Dimming

S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



C



X



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



Legend



5”



Ballast



13

2



18

26



E



N



1



3



16”



D

1



18

26

30

40



Configurations



2



13



13

2

E



H



3



Ceiling



xxx FST



-



-



Flushmounts



X



32

42



T



X



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



38



50049



Q



26

1



C



18



Base Model Configurations:



T24



The Nimbus Flush-Mount, in a variety of lamping options.

Model Number



INC



C50046xxxALBEN1213BS

50046



CH

PB

RU

SAT

WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



ALB



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



E



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



Lamp Type



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



2



13



Q



X



2



13

Q



X



Lamps Watts

Max

Lamps



1

N



1



D



12.5”



2

1

2



E



50046



xxx ALB



-



3



-



-



1



-



13



Lamp Supplied



13



B



13

18



Q



X



-



--



-



T24



The Nimbus Flush-Mount, in a variety of lamping options.



INC



C50050xxxALBEN1313BS

50050



CH

PB

RU

SAT

WH



PB



RU



SAT



WH



COMPLIANT



CH



PB



RU



SAT



WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 13w (GU-24 Base), Energy Star



2700



&gt;80



2700



69.23



10,000



1Lt x 150w HGN 120v J118 (T-3 Base) 2600



100



2700



17.33



1,500



ALB



Base Model



GU24



Finish Glass



CH



26



Base Model Configurations:

Model Number



S



18



SKU



C



H



26



Configurations



E



18



Legend



4”



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



Lamps Watts



M = Mag

E = Elect



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



13w

18w

26w

30w

32w

40w

42w



M



N



1



2



13



2



18



E



Lamp Type



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



QD = Dimming

S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



C



X



Legend



5”



Ballast



13



26

E



N



1



3



16”



D



1



18

26

30

40



Configurations



2



13



13

2

E



H



3



xxx ALB



-



-



32

42



X

T



1 or 2



2



18



Q



QD, X



-



-



-



-



--



SKU



50050



Q



26

1



C



18



Flushmounts



Ceiling



39



Base Model Configurations:



T24



The Mona FlushMount, available in a variety of lamping options.

Model Number



Finish Glass



GU24



23019GU



INC



23019



BS

CH

PB

RU

WH



ALB

WH



DAMP



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



2Lt x 13w (GU-24 Base)



1800



&gt;80



2700



69.23



10,000



2Lt x 60w B10 (E-12 Candelabra Base)



1420



100



2700



11.83



850



Base Model



GU24



C23019xxxxxEN1213BS



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



N



1



E

D



12”



Options



13w

18w

26w



B = GU-24 Lamp Included

Q = GX23x2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



2



13



Q



X



2



13

Q



X



Max

Lamps



1



18

26



2



13



1



18



S



B



Lamp Supplied



Configurations



Back Plate

D 9.75”

H .75”



Lamp Type



Lamps Watts



Legend



3.5” E



Ballast



13

H



3



1



-



-



-



18



Q



X



--



-



RU



PB



CH



BS



WH



RU



PB



CH



BS



WH



26



23019



-



-



Base Model Configurations:



T24



The Mona FlushMount, available in a variety of lamping options.

Model Number

C23020xxxxxEN1226BS



GU24



23020GU



INC



23020



BS

CH

PB

RU

WH



ALB

WH



Sockets &amp; Wattage



COMPLIANT



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 26w (GU-24 Base), Energy Star



3420



&gt;80



2700



65.77



10,000



2Lt x 13w (GU-24 Base)



2700



&gt;80



2700



69.23



10,000



3Lt x 60w Ax19 (E-26 Medium Base)



2130



100



2700



11.83



850



Base Model



GU24



Finish Glass



SKU



C



xx xxx



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



N = Norm

H = High



M



N



1 = 120

2 = 277

3 = 120/277



1



Lamp Type



Options



13w

18w

22w

26w

27w

32w

40w

42w



B = GU-24 Lamp Included

Q = GX23x2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q3 Triple Biax



QD = Dimming

S = Energy Star

X = No Lamp



13



Q



X



Q



X



B



S



C



X



Lamps Watts



Max

Lamps



2



Legend



M = Mag

E = Elect



Voltage



13



4.5” E



2



18

26



3



Back Plate

D 13.7”

H .75”



N



1



2



13

18

26



16”



D



E



27

40



Configurations



22

1



13

2

3

H



40



23020



Ceiling



xx xxx



-



-



Flushmounts



-



32

42



2



18



1



26



-



-



X

T



Q



QD, X



--



-



SKU



C



Q



26

1



1 or 2



18



RU



PB



CH



BS



WH



Base Model Configurations:



T24



The Mona FlushMount, available in a variety of lamping options.

Model Number

C23021xxxxxEN1226BS



GU24



23021GU



INC



23021



BS

CH

PB

RU

WH



ALB

WH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 26w (GU-24 Base), Energy Star



3420



&gt;80



2700



65.77



10,000



3Lt x 13w (GU-24 Base)



1800



&gt;80



2700



69.23



10,000



4Lt x 60w Ax19 (E-26 Medium Base)



2840



100



2700



11.83



850



Base Model



GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



N = Norm

H = High



M



N



1 = 120

2 = 277

3 = 120/277



1



Max

Lamps



2

3



5.5” E



2

3



Back Plate

D 17.5”

H .75”



N



1



2



Options



B = GU-24 Lamp Included

Q = GX23x2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q3 Triple Biax



D = Dimming

S = Energy Star

E = Emergency

X = No Lamp



13



Q



X



Q



X



B



S



C



X



13

18

26

13

18

26

22



D



27

40

58



E



13



3



2



18



1



H



1 or 2



-



-



-



18



QE, X

Q



-



QE QD, X

QD, X



26



Q



QE, X



42



T



TD TE, X



-



--



-



SKU



xx xxx



T



26

1



23021



42



X



13

2



C



Q



26

32



Configurations



1

20”



Lamp Type



13w

18w

22w

26w

27w

32w

40w

42w

58w



Lamps Watts



Legend



M = Mag

E = Elect



Voltage



Flushmounts



Ceiling



41



Base Model Configurations:



T24



The Linen Flush-Mount, in a variety of lamping options.

Model Number



INC



C23022BSTEXEN1213BS

BS



COMPLIANT



DRY



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



TEX



23022



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass

E



Pwr Factor



Voltage



M = Mag

E = Elect



N = Norm

H = High



1 = 120

3 = 120/277



M



N



1



BS TEX



Max

Lamps



13w

18w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



2



13



2



13



1



18



2



13



1



18



E



H



3



1



13



Q



X



-



-



-



-



-



-



--



Base Model Configurations:



T24



The Linen Flush-Mount, in a variety of lamping options.

Model Number



INC



BS



DRY



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



TEX



23023



Base Model



GU24



Finish Glass



C23023BSTEXEN1218BS



COMPLIANT



BS



SKU



23022



1



D



12”



C



N



Options



Configurations



E



Lamp Type



Lamps Watts



Legend



4.5”



Ballast



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



4.75” E

2

1



1



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



QD = Dimming

S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



C



X



13

18

26

13

18

26



15”



D



1



22

27



Configurations



N



Options



Legend



M = Mag

E = Elect



E



Lamp Type



13w

18w

22w

26w

27w

40w



Lamps Watts



40



E



42



23023



Ceiling



BS TEX



-



-



Flushmounts



3



BS



13

18



1



26



1 or 2



2



18



-



-



-



Q



X



QD, X



-



--



SKU



C



H



2



BS



Base Model Configurations:



T24



The Linen Flush-Mount, in a variety of lamping options.

Model Number



INC



C23024BSTEXEN1318BS

BS



COMPLIANT



DRY



Life hrs



Sockets &amp; Wattage



Nom Lm



CRI



Kelvin



Lumen P/W



3Lt x 18w (GU-24 Base), Energy Star



3750



&gt;80



2700



69.44



10,000



4Lt x 60w A-19 (E-26 Medium Base)



2840



100



2700



11.83



850



TEX



23024



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



M



N



1



Options



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



D = Dimming

S = Energy Star

E = Emergency

X = No Lamp



2



13



Q



X



3



13

Q



X



B



S



C



X



Max

Lamps



2



E

5”



N



1



3

2



E



18

26

13

18

26

32



1



40



13



3



2



D



E



H



1 or 2



2

1

2



1

1



BS TEX



-



-



-



42

18



X

T



Q



QD, X



T



TD, X



Q



QE, X



42



T



TE, X



-



-



--



26

42

13

18

26



Flushmounts



SKU



23024



-



Q



26

32



1



C



18



Configurations



58



20”



Legend



M = Mag

E = Elect



Lamp Type



13w

18w

26w

32w

40w

42w

58w



Lamps Watts



Ceiling



43



Base Model Configurations:



T24



The Cobalt Flush-Mount, available in a variety of lamping options.

Model Number

LED



20624LED



INC



20624GU



BS

WH



Sockets &amp; Wattage



DAMP



Life hrs



Nom Lm



CRI



Kelvin



Lumen P/W



10.8w LED Module (120v or 277v)



1265



&gt;80



3000



117.13



35,000



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



2Lt x 13w (GU-24 Base)



1800



100



2700



14.4



850



1Lt x 100w A19 (E-26 Medium Base)



1340



100



2700



14.4



850



OPL



20624



Base Model



C20624xxOPLEN1213BS

GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number

56



Finish Glass



Ballast



Pwr Factor



M = Mag

E = Elect



N = Norm



M



N



Voltage



Lamp Type



Options



13w

18w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



Q



X



-



-



Lamps Watts



Pg



3.6”



1 = 120



1



L



11”



20624



xx OPL



E



-



13

13



1



18



2



13



1



18



H



3



1



-



-



-



13

18



-



Base Model Configurations:



T24



The Cobalt Flush-Mount, available in a variety of lamping options.

Model Number

LED



INC



20625GU



BS

WH



Sockets &amp; Wattage



DAMP



Nom Lm



CRI



Kelvin



Lumen P/W



13w LED Module (120v or 277v)



1520



&gt;80



3000



116.92



35,000



Life hrs



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 13w (GU-24 Base)



1800



&gt;80



2700



69.23



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



OPL



20625



WH



Base Model



C20625xxOPLEN1218BS

GU24



Finish Glass



20625LED



COMPLIANT



BS



SKU



C



1



2

2



Configurations



N



Max

Lamps



Legend



H



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



56

N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



H



M



N



1



2



13



2



4”



1



13”



L



1



2



E



1



H



3

1



Ceiling



-



X



18



Q



X



B



S



C



X



Q



X



-



-



26

13

18



22



-



Flushmounts



-



-



13

18

26

32



-



SKU



44



xx OPL



Q



X = No Lamp



26



2



20625



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



13



27



C



Options



Configurations



N



Lamp Type



Legend



M = Mag

E = Elect



13w

18w

22w

26w

27w

32w



Pg



BS



WH



WH



BS



Base Model Configurations:



T24



The Cobalt Flush-Mount, available in a variety of lamping options.

Model Number

LED



20626LEDD



INC



20626GU



BS

WH



Sockets &amp; Wattage



Nom Lm



DAMP



CRI



Kelvin



Lumen P/W



Life hrs



24w Dimmable LED Module (120v or 277v) 2790



&gt;80



3000



116.25



35,000



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



3Lt x 13w (GU-24 Base)



2700



&gt;80



2700



69.23



10,000



2Lt x 75w A19 (E-26 Medium Base)



2300



100



2700



15.5



850



OPL



20626



Base Model



C20626xxOPLEN1218BS

GU24



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



M



N



1



2



H

2



1



Options



13w

18w

22w

26w

27w

32w

40w



B = GU-24 Lamp Included

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q Triple Biax



QD = Dimming

QE = Emergency

X = No Lamp



13



Q



X



Q



X



B



S



C



X



Q



X



13

18



1



26



3



13



2



18



D



1



E



22

27

40



2

3

H



20626



xx OPL



-



-



1 or 2



2



-



-



13

18

26

32

13

18



-



Q



-



QE, X

QD, X



-



Flushmounts



SKU



C



1



Configurations



26

15”



Legend



M = Mag

E = Elect



N



Lamp Type



Lamps Watts



56



5”



Pg



Ceiling



45



Base Model Configurations:



T24



The Atom Flush-Mount, available in a variety of lamping Options.

Model Number



CFL



C20724xxxOPLEN1213BS



INC



Finish Glass



BS

ORB



OPL



20724



Sockets &amp; Wattage



DAMP



Int Lm



CRI



Kelvin



Lumen P/W



10.8w LED Module



1265



&gt;80



3000



117.13



35,000



Life hrs



2Lt x 13w (GU-24 Base), Energy Star



1800



&gt;80



2700



69.23



10,000



1Lt x 100w A19 (E-26 Medium Base)



1340



100



2700



14.4



850



Base Model



LED



20724LED



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Voltage



N = Norm

H = High



1 = 120

3 = 120/277



N



1



M = Mag

E = Elect



H



3.5”



M



N



1



E

D



10”



C



20724



xxx OPL



-



Max

Lamps



13w

18w



B = GU-24 Lamp Supplied

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic



S = Energy Star

X = No Lamp



Q



X



Q



X



B



S



Q



X



-



--



2



13



2



13



1



18



2



13



1



18



H



3



1



-



-



-



13

18



-



Base Model Configurations:



T24



The Atom Flush-Mount, available in a variety of lamping Options.

Model Number

20725LED



CFL

GU24



C20725xxxOPLEN1218BS



INC



Finish Glass



BS

ORB



OPL



20725



Sockets &amp; Wattage



ORB



BS



ORB



DAMP



Life hrs



Int Lm



CRI



Kelvin



Lumen P/W



13w LED Module



1520



&gt;80



3000



116.92



35,000



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



Base Model



LED



COMPLIANT



BS



SKU



Options



Configurations



Lamp Type



Lamps Watts



Legend



Pwr Factor



52



Pg



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



Lamps Watts



52

M = Mag

E = Elect



N = Norm

H = High



Max

Lamps



M



H



1



2



13



2

3.5”



1



12”



D



1



2



E

1



Ceiling



-



Q



X



18



Q



X



B



S



C



X



Q



X



-



--



26

13

18



22



-



Flushmounts



3



-



2



13

18



1



26



-



-



SKU



46



xxx OPL



S = Energy Star

X = No Lamp



26



H



20725



B = GU-24 Lamp Supplied

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline



13



27



C



Options



Configurations



N



Lamp Type



Legend



1 = 120

3 = 120/277



13w

18w

22w

26w

27w



Pg



BS



Base Model Configurations:



ORB



T24



The Atom Flush-Mount, available in a variety of lamping Options.

Model Number



CFL

GU24

INC



20726LEDD

C20726xxxOPLEN1218BS



BS

ORB



OPL



20726



Sockets &amp; Wattage



Int Lm



DAMP



CRI



Kelvin



Lumen P/W



Life hrs



24w Dimmable LED Module (120v or 277v) 2790



&gt;80



3000



116.25



35,000



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



3Lt x 60w A-19 (E-26 Medium Base)



2130



100



2700



11.83



850



Base Model



LED



Finish Glass



COMPLIANT



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



Pwr Factor



Voltage



M



H



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



N



1



2

2



4”



1



N



B = GU-24 Lamp Supplied

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q3 Triple Biax



QD = Dimming

S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



13

18

26

13

18

26



D

E



1



22

27



C



40

2

H



20726



-



-



3

1



X



13

18



Q



26

32



T



X



1 or 2



2



18



Q



QD, X



-



-



-



-



--



Flushmounts



SKU



C



xxx OPL



Configurations



14”



1



Options



Legend



M = Mag

E = Elect



Lamp Type



13w

18w

22w

26w

27w

32w

40w



Lamps Watts



52



Pg



Ceiling



47



Base Model Configurations:



T24



The Strata Flush-Mount, available in a variety of lamping Options.

Model Number



INC



C20650xxxOPLEN1113BS

20650



BS

ORB

TWH



Sockets &amp; Wattage



COMPLIANT



DAMP



Life hrs



Int Lm



CRI



Kelvin



Lumen P/W



1Lt x 13w (GU-24 Base), Energy Star



900



&gt;80



2700



69.23



10,000



1Lt x 60w A19 (E-26 Medium Base)



60



100



2700



11.83



850



OPL



Base Model



GU24



Finish Glass



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



C



20650



xxx OPL



1 = 120



Lamps Watts



Lamp Type



Options



Max

Lamps



13w



B = GU-24 Lamp Supplied

Q = GX23-2 Quad Magnetic



S = Energy Star

X = No Lamp



M



N



1



1



13



Q



X



E



N



1



1



13



B



S



-



-



-



-



-



-



--



SKU



D



10”



N = Norm



Voltage



Configurations



3.5”



M = Mag

E = Elect



Pwr Factor



Legend



H



Ballast



Base Model Configurations:



T24



The Strata Flush-Mount, available in a variety of lamping Options.

Model Number

20651LED



GU24



C20651xxxOPLEN1218BS



INC



20651



BS

ORB

TWH



OPL



Sockets &amp; Wattage



COMPLIANT



TWH



ORB



BS



TWH



ORB



DAMP



Life hrs



Int Lm



CRI



Kelvin



Lumen P/W



13w LED Module (120v or 277v)



1520



&gt;80



3000



116.92



35,000



2Lt x 18w (GU-24 Base), Energy Star



2500



&gt;80



2700



69.44



10,000



2Lt x 60w A19 (E-26 Medium Base)



1420



100



2700



11.83



850



Base Model



LED



Finish Glass



BS



Custom Model Configurator: Select and build a custom fixture using the following table.

Model Number



Finish Glass



Ballast



M



H



Voltage



N = Norm

H = High



1 = 120

2 = 277

3 = 120/277



Max

Lamps



N



1



2

2



4”



1



14”



D



1



Options



B = GU-24 Lamp Supplied

Q = GX23-2 Quad Magnetic

Q = G24q Quad Electronic

C = G10q Circline

T = GX24q3 Triple Biax



S = Energy Star

X = No Lamp



13



Q



X



Q



X



2



B



S



C



X



13

18

26

13

18

26



E



1



22

27



2

H



3

1



48



20651



Ceiling



-



-



Flushmounts



-



-



13

18



Q



26

32



T



-



-



X



--



SKU



C



xxx OPL



Configurations



N



Lamp Type



13w

18w

22w

26w

27w

32w



Lamps Watts



Legend



M = Mag

E = Elect



Pwr Factor
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